C’IN

3.1 Air Service Units

Filter/water-
separator unit

NL 2
1/8 - 3/8
FEATURES:
« Filter cartridge: Replaceable
= Single unit: Zinc die-casting (chromated and black stove-enamelled)
= 2 through-holes or mounting bracket
= 2 arrows indicate the direction of flow
» Option of plastic or metal reservoir, bayonet connection
= Reservoir grooved for ease of handling. Provided with internationally understood
inscription and water-level indication
= Protective guard: Sheet steel (suitable for retrofitting)
* Condensate drain: Semi- or fully-automatic
= Coupling kits: Order separately
Characteristics
General
Mounting By 2 through-holes or mounting-bracket kit
Connection thread Gz-Gg
Mounting position Vertical
Filter pore size 40 um
Net reservoir capacity See table
Ambient temperature DUmax, 122 °F (80 °C)
Agent temperature Mmax. 122 °F (50 °C)
Pneumatic
Min. working pressure Pe 7.3 psi or 29 psi (0.5 bar or 2.0 bar')
Nominal pressure Pe 23.2 psi (16 bar)
Description Port Condensate Filter reservoir Ib (kg) & 1/8 & 1/4 & 3/8 & 1/48 um
drain
Filter/water- BSPP Semi-automatic | Polycarbonate 0.61(0.275) | 0821303420 | 0821303400 | 0821303440 | 0821303406
-y T Polycarbonate with | 0.7 (0.316) | 0821303421 | 0821303401 | 0821303441 | 0821303407
protective guard
Metal 1.0 (0.450) | 0821303422 | 0821303402 | 0821303442 | 0821303 408
Fully automatic Polycarbonate 0.68 (0.307) | 0821303423 | 0821303403 | 0821303443 | 0821303409
Polycarbonate with | 0.77 (0.348) | 0821303424 | 0821303404 | 0821303444 | 0821303410
protective guard
Metal 1.06 (0.482) | 0821303425 | 0821303405 | 0821303445 | 0821303 411
Description Port a1/8 a@1/4 38 For Details
NPTF - NPTF 1 827 009 788 1827 009 784 1827 009 785 See NL 2 Accessories Section
Adapter

1) Fully automatic condensate drain
Note: For NPTF Installation use Adapter Kits (See Accessories)




Air Service Units 3.2

Flow rate characteristic
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NL 2 g”’g 0.37 1.89 0.086 1.08 49 5.99 1.42 0.17 1.85 1.1 0.12 048 | 6.85 2,05 0.06 1.5
Ga3s | (9.5 (48) (1.5) | (27.5) | (124.5) | (152) (36) (4.4) (47) | (43.5) (3) (12.3) | (174) | (52) (1.5) (25)

Accessories (order separately)

Description a For Details
Mounting bracket kit 1821 336 006 See NL 2 Accessories Section
Fastening screws for panel mounting 1823 414 009 DIN 912 M 4 x 60
Coupling kit 1 827 009 359 See NL 2 Accessories Section
Wear-parts kit ENL2
Filter Reservoir See NL 2 Accessories Section
Filter Element 40 pum 1829 207 034
Filter Element 8 um 1 829 207 032
Condensate drain Semi-automatic 1 827 009 351

Fully automatic 1827 009 352




