Service units
Pressure regulators, G /s to G /2

FESTO
PNEUMATIC

Pressure regulator

Nominal pressure 12 bar
with lockable regulator head )

Type LR-...-S-B i
with lockable regulator head
Type LRS-...-S-B

Control range 0 to 12 bar
Indicator range 0 to 16 bar

Nominal pressure 7 bar:

For special applications, e.g. control sys-
tems in the pressure range of 3to 5 bar, a
unit is available with optimised flow rate
and control characteristics.

with lockable regulator head

Type LR-...-S-7-B

with lockable regulator head
Type LRS-1/4-S-7-B
Indicator range 0 to 10 bar
Control range 0 to 7 bar

Accessories:

Mounting bracket, type HR-...-S-B
Replacement pressure gauges,
see sheet 3.310.
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The pressure regulator keeps the operating pressure (secondary side)
largely constant, despite pressure fluctuations in the supply (primary side)
and in the compressed air consumption.

The automatic exhaust allows the operating pressure to be reduced even
without consuming devices.

In the case of type LRS, the regulator can be locked when the required oper-
ating pressure has been set. Once the key has been removed, it is no longer
possible to adjust the pressure.

Order code Regulator 150 042 LR-'/8-S-B 150 046 LR-1/4-8-B 150 050 LR-3/8-S-B 150 054 LR-1/2-S-B
Part No./Type 150 043 LR-'/8-5-7-B 150 048 LR-"/4-5-7-B 150 052 LR-%/8-5-7-B 150 056 LR-"/2-5-7-B
Lockable by key 14 978 LRS-'/8-S-B 33 322 LRS-1/4-3-B 14 980 LRS-%/s-5-B 14 981 LAS-"/2-S-B
33 323 LRS-1/4-S-7-B
Mounting bracket 150 257 HR-1/s-S-B 150 258 HR-/4--S-B | 150 259 HR-3/s-S-B 150 260 HR-1/2>-S-B
Medium Compressed air, filtered (lubricated or unlubricated)
Design Piston-type relieving regulator with secondary exhaust
Mounting Through-holes in housing, mounting bracket or front panel mounting
Mounting position Any
Connection G /s G/a G 38 G/
Standard nominal  Type LR-...-S-B, LRS-...-S-B 1240 I/min 1650 I/min 3120 I/min 4060 I/min
flow rate* LR-..-8-7-B, LRS-...-5-7-B 1110 I/min 2470 |/min 3460 I/min 4880 |/min
Upstream Type LR-...-S-B, LRS-..-S-B 14 bar
pressure max. LR-...-8-7-B, LRS-...-S-7-B 14 bar | 10 bar | 14 bar | 14 bar
Operating Type LR-...-S-B, LRS-...-S-B 12 bar
pressure max. LR-..-8-7-B, LRS-..-8-7-B 7 bar
Temperature range —10to +60 °C
Materials Housing: Polyamide, glass fibre reinforced; seals: Perbunan
Weight 0.215 kg [ 0.430 kg | 0.610 kg | 0.870 kg

* with upstream pressure, of 10 bar, operating pressure of 6 bar and Ap = 1 bar

Subject to change

7.140




Service units FESTO

Compressed air filters/pressure regulators, G '/s to G /2 PNEUMATIC

Type LR-... LRS-...
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[] Ring nut for panel mounting
2nd pressure gauge connection offset by 180° (G /4)
» Flow direction shown by arrow

Type B4 B, | By | Dy D@z %3 D, Dg Ly L, Ls L4 Ls Ls L, Lg

LR-1/s-S-B 42 72 | 21 G'/s| 36 40 M30x 1.5 — 93 74 7.8 - 43 - - -

LRS-/s-S 42 72 |21 |[G'Ys| 3.6 | 40 - M30x15 | — - 78| - — | 101|955 | 5

LR-1/4-S-B 60 93 | 27 G'4| 5.1 50 M36x 1.5 - 118 93 | 105 - 58 - - -

LRS-"/s-S 60 93 | 27 G1/4| 5.1 50 - M42x 1.5 - - 105 - - 113 | 80 6.5

LR-%/s-S-B 68 101 | 29.5 | G3/s| 5.1 50 M36x 1.5 - 147 96 | 124 | 1.5 a7 - - -

LRS-%/s-S-B 68 101 | 295 [G 38| 5.1 50 - M42x 1.5 - - 124 | 1.5 - 118 | 805 | 6.5

LR-1/2-S-B 76 109 | 29.7 |G'/2| 6.1 50 M44 x 1.5 - 175 | 108 | 14.7 | 25 108 - - -

LRS-1/2-S-B 76 109 | 29.7 |G /2| 6.1 50 - M50x 1.5 — — 148 | 2.5 — 130 | 87 6.5
Mounting bracket, type HR-...-S-B !
Material: Zinc coated steel = L1

: 0z
! N
iy di
Nl m \'lf | b
T ! B 1
&
£
9 A -
[l o
L2
L3

Order code Dimensions Weight

Part No. Type B D D, D, H H,y H, Ha H, Hg L L4 L, Ly | kg

150 257 HR-/s-5-B 1.5 35 | 102 | 55 48 21.3 | 14.7 - 515 5.5 52 36 21 41.4 | 0.030

150 258 HR-1/4-S-B 2 55 | 11 5.5 64 | 285 | 21.5 12 6 7.5 60 42 27 60 0.050

150 259 HR-3/s-S-B 2 55 | 17 8.5 84 33 30 18 9 8.2 72 50 29.7 | 68 0.085

150 260 HR-'/2-S-B 2 65 | 17 8.5 88 40 25 - 12 10.2 76 50 29.7 | 76 0.100

7.1 40 Subject to change





